Structures Wood Care’s
Translucent 100% Clear Acrylic Coating

The Waizr-Bused Soluiion

NatureOne® Renew is a superior, colorless, exterior finish. It is designed as a
maintenance coat over existing NatureColor® or NatureOne® 100% acrylic exterior
three coat protection system, that is in good condition.

Itis NOT for use as a stand-alone application on bare wood, or horizontal

surfaces as decks, railings, or outdoor furniture.

Features and Benefits

e Maintenance application on vertical surfaces only, such as: Wood Siding; Log &
Timber, Board & Baton, Channel, Shiplap, Tongue & Groove, Shake panel, and Shake
Siding; Fiber Cement board; Wood Doors & Garage Doors, Wood Shutters.

e A clear finish for maintaining vertical surfaces that have an existing Structures Wood
Care finish, in good condition.

o Dries quickly.

e Naturally breathable. The open film structure allows for natural moisture exchange.

o Excellent initial and long term adhesion due to built-in adhesion promoters.

e UVA/HALS Technology provides the latest UV screening technology.

e Will not darken or change the existing appearance of the wood surface.

e VOC Compliant.

e Provides excellent deflection of the harmful ultraviolet.

e The latest three pronged IV technology works in conjunction with the transparent iron
pigmented protection system that is already in place, with the existing Structures
Wood Care finish. The existing pigmented protection system is still the major UV
component.

o Dry time within two to three hours of application.

For further information
visit our web site
www.structureswoodcare.com
Or call
Toll Free 1- 866-963-4680
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